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ION BAR

ASG-A Series

Product Specifications

Advantages

ION BAR

ASG-A Series _ 05

Product Performances

Relation between Width Direction and Decay TimeRelation between Depth Direction and Decay Time

SpecificationsCategory

Relation between Day and Decay time

(Unit : mm)Dimensions

Bar Length : Sizes available from min 502mm
up to 2962mm at 60mm intervals.

ASG-A

04 _ DONG IL TECHNOLOGY LTD.
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Depth Direction(mm) Width Direction(mm)

Air purge: 0.3Mpa , Capacity : 20pF,  Frequency : 30Hz, Distance : 1000mm 
Charged plate dimensions : 150mm x 150mm, Measurement condition : 1kV 0.1kV

Air purge: 0.3Mpa , Capacity : 20pF,  Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Frequency : 30Hz 

0.1kV Air purge: 0.3Mpa , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Frequency : 30Hz

0.1kV
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ION BAR

ASG-P Series

ION BAR

ASG-P Series _ 07
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Air purge : 0.2Mpa , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm

0.1kV Air purge : 0.3Mpa , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm

0.1kV

Air purge : 0.3Mpa , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Distance : 300mm

0.1kV

(Unit : mm)Dimensions

Bar Length : Sizes available from min 382mm

ASG-P

Product Specifications

Advantages

Relation between Day and Decay time

06 _ DONG IL TECHNOLOGY LTD.

up to 2962mm at 60mm intervals.

SpecificationsCategory

Product Performances

Relation between Width Direction and Decay TimeRelation between Depth Direction and Decay Time

Depth Direction(mm) Width Direction(mm)
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ION BAR

ASG-PG Series

ION BAR
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Air purge : 0.2Mpa , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm

0.1kV Air purge : 0.3Mpa , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm

0.1kV

Air purge : 0.3Mpa , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Distance : 300mm

0.1kV

(Unit : mm)Dimensions

ASG-P025G

ASG-P030G

Product Specifications

Advantages

Relation between Day and Decay time

08 _ DONG IL TECHNOLOGY LTD.

Product Performances

Relation between Width Direction and Decay TimeRelation between Depth Direction and Decay Time

Depth Direction(mm) Width Direction(mm)

ASG-PG Series _ 
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SpecificationsCategory



ION BAR

ASM-A Series

ION BAR

ASM-A Series _ 11

(Unit : mm)Dimensions

ASM-A

Product Specifications

Advantages

Relation between Day and Decay time

Bar Length : Sizes available from min 322mm
up to 2962mm at 60mm intervals.
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Air purge: 0.3Mpa , Capacity : 20pF,  Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Frequency : 30Hz 

0.1kV

Air purge: 0.3Mpa , Capacity : 20pF,  Frequency : 30Hz, Distance : 1000mm 
Charged plate dimensions : 150mm x 150mm, Measurement condition : 1kV 0.1kV

Product Performances

Relation between Width Direction and Decay TimeRelation between Depth Direction and Decay Time

Depth Direction(mm) Width Direction(mm)

Air purge: 0.3Mpa , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Frequency : 30Hz

0.1kV
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SpecificationsCategory



ION BAR

ASM-P Series

Product Specifications

Advantages

ION BAR

ASM-P Series _ 13

SpecificationsCategory

Relation between Day and Decay time

(Unit : mm)Dimensions

Bar Length : Sizes available from min 202mm
up to 2962mm at 60mm intervals.

ASM-P
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Air purge : 0.2Mpa , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm

0.1kV

Air purge : 0.3Mpa , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Distance : 300mm

0.1kV

Product Performances

Relation between Width Direction and Decay TimeRelation between Depth Direction and Decay Time

Depth Direction(mm) Width Direction(mm)

Air purge : 0.3Mpa , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm

0.1kV

Width Direction(mm)
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ION BAR

ASR-A Series

Product Specifications

Advantages

ION BAR

ASR-A Series _ 15
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Installation Distance(mm)

Relation between Distance and Decay time

(Unit : mm)Dimensions

Bar Length : Sizes available from min 202mm
up to 2962mm at 60mm intervals.

ASR-A
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Air purge: 0.3Mpa , Capacity : 20pF,  Frequency : 30Hz
Charged plate dimensions : 150mm x 150mm, Measurement condition : 1kV 0.1kV

Product Performances

Relation between Width Direction and Decay TimeRelation between Depth Direction and Decay Time

Depth Direction(mm) Width Direction(mm)
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Air purge: 0.3Mpa , Capacity : 20pF,  Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Frequency : 30Hz 

0.1kV Air purge: 0.3Mpa , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Frequency : 30Hz

0.1kV
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SpecificationsCategory



ION BAR

MB-L Series
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Slim and Light-weight Piezo-ceramic transformer built into Ion bar
(No need for separate bulky transformer/control unit).

(Unit : mm)

ION BAR

17

MB-L030

MB-L050

SpecificationsCategory

Product Specifications

Ion Bar#1

Ion Bar#2

Ion Bar#N

Advantages

Wireless Remote Control (Select individual Ion bar unit to
communicate, check ion balance, change frequency, and check current setting, etc).

Easy Maintenance & Cleaning.
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Installation Distance(mm)

Down flow : 0.3m/s , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Frepuency : 30Hz 

0.1kV

Down flow : 0.3m/s, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Capacity : 20pF

0.1kV

Down flow : 0.3M/s , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Frepuency : 30Hz 

0.1kV

Relation between Distance and Decay time

Bar Length : Sizes available from min 243mm
up to 1493mm at 50mm intervals.

IONIZER MODEL : MB-L030
Serial No : MBL030116A001

Rated : 24VDC, 1A Max.
www.dit-ind.com, Made in Korea

Dimensions

Product Performances

Relation between Width Direction and Decay TimeRelation between Depth Direction and Decay Time

Depth Direction(mm) Width Direction(mm)

Convenient emitter pin for replacement.
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MB-L Series _



ION BAR
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Slim and Light-weight Piezo-ceramic transformer built into Ion bar
(No need for separate bulky transformer/control unit).

(Unit : mm)

ION BAR

19

MB-L0608S

SpecificationsCategory

Product Specifications

Advantages

Wireless Remote Control (Select individual Ion bar unit to
communicate, check ion balance, change frequency, and check current setting, etc).

Easy Maintenance & Cleaning.
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Installation Distance(mm)

Down flow : 0.3m/s , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Frepuency : 30Hz 

0.1kV

Down flow : 0.3m/s, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Capacity : 20pF

0.1kV

Down flow : 0.3M/s , Capacity : 20pF, Measurement condition : 1kV
Charged plate dimensions : 150mm x 150mm, Frepuency : 30Hz 

0.1kV

Relation between Distance and Decay time

Bar Length : Sizes available from min 394mm
up to 1494mm at 100mm intervals.

Dimensions

Product Performances

Relation between Width Direction and Decay TimeRelation between Depth Direction and Decay Time

Depth Direction(mm) Width Direction(mm)

Convenient emitter pin for replacement.

MB-LS Series IO
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IONIZER MODEL: MB-L06085
SERIAL NO : MBL10DHI18A901
Rated : 24VDC, 1A Max.
www.dit-ind.com, Made in Korea

MB-LS Series _



Product Specifications

Air volume: Max 0.27㎥/min, Capacity : 20pF,
Charged plate dimensions : 150mm x 150mm, Measurement condition : 1kV 0.1kV

Air volume: Max 0.27㎥/min, Capacity : 20pF,
Charged plate dimensions : 150mm x 150mm, Measurement condition : 1kV 0.1kV

20 21
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ION BLOWER

MF-90 Series

ION BLOWER

MF-90 Series _ 23

Single type

Standard configurations

Multi-Fan type (Example: 3-fan) Customized configurations

120

90

60

30

Decay Time(sec)

Relation between Distance and Decay Time

Relation between Width Direction and Decay Time

Coverage Distance (mm)

Product Specifications

SpecificationsCategory

Advantages

Various assembly configurations of fan modules and spacing boxes are enabled.

Easy maintenance & cleaning.

Product Performances

(Unit : mm)Dimensions
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Distance
(Cm) 1

1 sec 2 sec

2 3 4 5 6 7 8 9 10

9 sec3 sec 6 sec

22 _ DONG IL TECHNOLOGY LTD.

Air volume: Max 1.75㎥/min, Capacity : 20pF,
Charged plate dimensions : 150mm x 150mm, Measurement condition : 1kV 0.1kV

Air volume: Max 1.75㎥/min, Capacity : 20pF,
Charged plate dimensions : 150mm x 150mm, Measurement condition : 1kV 0.1kV
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2 sec

3.5 sec

6 sec



ION BLOWER

MF-A90 Series

ION BLOWER

MF-A90 Series _ 

Single type

Standard configurations

Multi-Fan type (Example: 3-fan) Customized configurations

120

90

60

30

Decay Time(sec)

Coverage Distance (mm)

9 sec

Product Specifications

SpecificationsCategory

Advantages

Various assembly configurations of fan modules and spacing boxes are enabled.

Easy maintenance & cleaning.

Product Performances

(Unit : mm)Dimensions
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(Cm) 1 2 3 4 5 6 7 8 9 10

6 sec 9 sec3 sec2 sec1 sec
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Air volume: Max 1.75㎥/min, Capacity : 20pF,
Charged plate dimensions : 150mm x 150mm, Measurement condition : 1kV 0.1kV

Air volume: Max 1.75㎥/min, Capacity : 20pF,
Charged plate dimensions : 150mm x 150mm, Measurement condition : 1kV 0.1kV

Relation between Distance and Decay Time

Relation between Width Direction and Decay Time
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ION BLOWER

AMF-AE Series

ION BLOWER

Product Specifications

SpecificationsCategory

Advantages

    Auto tip cleaning function can be operated on a daily basis by setting menu.

Product Performances

(Unit : mm)Dimensions
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Air volume: Max 6.425㎥/min, Capacity : 20pF, Frequency : 30Hz
Charged plate dimensions : 150mm x 150mm, Measurement condition : 1kV 0.1kV

* Single type

GA BD
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<Front View> <Side View>

I41.4
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* Multi-Fan Type (Example:2-fan) Customized configurations

< SPACE BOX >
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Category Code Length

Category Code Length

Blower Lengh
2621-Fan
4322-FanL
6023-Fan

Contoller

Height

A
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Width

Bracket Width

Bracket Height

JBracket Depth

54.6

Remarks

170.0

56.6

18.6

9.6

217.8

106.1

173.6

97.5

J

68.0

* Minimunm Length

* Example 1

* Example 2

<Bottom View>
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Deepth Direction (mm) Installation Distance (mm)

Decay Time
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AMF-AE Series _ 27
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ION BLOWER

ASF-AD/PD Series

Product Specifications

Advantages

Air volume: Max 6.425㎥/min, Capacity : 20pF
Charged plate dimensions : 150mm x 150mm, Measurement condition : 1kV 0.1kV
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Deepth Direction (mm) Installation Distance (mm)

Decay Time

28 _ DONG IL TECHNOLOGY LTD. ASF-AD/PD Series _ 29 

ION BLOWER

Product Performances

(Unit : mm)Dimensions

SpecificationsCategory



ION NOZZLE

ZM-G11 / ZM-G12

High voltage alarm output Easy cleaning and maintenance

ZM-G11, ZM-G12, ZM-G1G _ 31

Supply air pressure (kgf/cm2)

Relation between Supply air pressure and Decay Time
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(Unit : mm)Dimensions (Unit : mm)Dimensions

ZM-G11 ZM-G12

ZM-G11 (Standard)

ZM-G12 (Option)

Green Red

SpecificationsCategory

Advantages

Supply air pressure (kgf/cm2)

Relation between Supply air pressure and Decay Time
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Product Performances

ION GUN

ZM-G1G

Product PerformancesAdvantages

High voltage alarm output Easy cleaning and maintenance

Green Red

Main Unit
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Product Specifications

SpecificationsCategory

Product Specifications

Air purge: 0.3Mpa, Capacity : 20pF, Distance : 150mm 
Charged plate dimensions : 150mm x 150mm, Measurement condition : 1kV 0.1kV

Air purge: 0.3Mpa, Capacity : 20pF, Distance : 150mm 
Charged plate dimensions : 150mm x 150mm, Measurement condition : 1kV 0.1kV
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CHARGED-PLATE MONITOR

ARC-P102ZA

CHARGED-PLATE MONITOR

Product Specifications
SpecificationsCategory

Advantages

(Unit : mm)Dimensions

Measurement Graph
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<Controller>

<Ion Balance> <Decay time>

<Charging Plate>



ARS-M002ZA
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Dimensions

Advantages

ARS-M002ZA,  ARS-H002ZA  _ 35

Product Specifications

_ DONG IL TECHNOLOGY LTD.
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SpecificationsCategory

HAND-HELD ELECTROSTATIC FIELDMETER

ARS-H002ZA

Dimensions

Advantages

SpecificationsCategory

Product Specifications

ION - BALANCE CHECKER
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ELECTROSTATIC FIELDMETER

ARS-S005 Series

Dimensions

Advantages

ARS-M002Z2, ARS-S005 Series _ 37

SpecificationsCategory

Product Specifications

_ DONG IL TECHNOLOGY LTD.
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ARS-M002Z2

Dimensions

Advantages

Product Specifications

SpecificationsCategory

ELECTROSTATIC FIELDMETER with Wireless Communications
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