
Oct 11, 2022

Product data sheet

Characteristics

HDSF316IP441

Fixed industrial socket, HDSF, 2P + E, 110..130 V, 16 A, IP44

Main

Range of product HD

Device short name HDSF

Device application Power supply

Product or component type Industrial socket-outlet

Body type Fixed

Plug, socket category Low voltage

Outlet standard Industrial

Complementary

Mounting mode Wall-mounted

Plug, socket, control station shape Angled

[In] rated current 16 A

Poles description 2P + E

[Ue] rated operational voltage 110...130 V

Network type AC

Network frequency 50/60 Hz

Market segment Industry

Environment

Standards IEC 60309

IP degree of protection IP44
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Product data sheet

Characteristics

HDSF532IP44

Fixed industrial socket, HDSF, 3P + N + E, 240..415 V, 32 A, IP44

Main

Range of product HD

Device short name HDSF

Device application Power supply

Product or component type Industrial socket-outlet

Body type Fixed

Plug, socket category Low voltage

Outlet standard Industrial

Voltage colour Red

Complementary

Mounting mode Wall-mounted

Plug, socket, control station shape Angled

[In] rated current 32 A

Poles description 3P + N + E

[Ue] rated operational voltage 240...415 V

Network type AC

Network frequency 50/60 Hz

Height 143 mm

Width 104 mm

Market segment Industry

Environment

Standards IEC 60309

IP degree of protection IP44
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Product data sheet

Characteristics

HDSF516IP44

Fixed industrial socket, HDSF, 3P + N + E, 220..380 V, 16 A, IP44

Main

Range of product HD

Device short name HDSF

Device application Power supply

Product or component type Industrial socket-outlet

Body type Fixed

Plug, socket category Low voltage

Outlet standard Industrial

Voltage colour Red

Complementary

Mounting mode Wall-mounted

Plug, socket, control station shape Angled

[In] rated current 16 A

Poles description 3P + N + E

[Ue] rated operational voltage 220...380 V

Network type AC

Network frequency 50/60 Hz

Height 129 mm

Width 96 mm

Market segment Industry

Environment

Standards IEC 60309

IP degree of protection IP44
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Product data sheet

Characteristics

HDSF432IP44

Fixed industrial socket, HDSF, 3P + E, 380..415 V, 32 A, IP44

Main

Range of product HD

Device short name HDSF

Device application Power supply

Product or component type Industrial socket-outlet

Body type Fixed

Plug, socket category Low voltage

Outlet standard Industrial

Voltage colour Red

Complementary

Mounting mode Wall-mounted

Plug, socket, control station shape Angled

[In] rated current 32 A

Poles description 3P + E

[Ue] rated operational voltage 380...415 V

Network type AC

Network frequency 50/60 Hz

Height 141 mm

Width 97 mm

Market segment Industry

Environment

Standards IEC 60309

IP degree of protection IP44
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Product data sheet

Characteristics

HDSF416IP44

Fixed industrial socket, HDSF, 3P + E, 380..415 V, 16 A, IP44

Main

Range of product HD

Device short name HDSF

Device application Power supply

Product or component type Industrial socket-outlet

Body type Fixed

Plug, socket category Low voltage

Outlet standard Industrial

Voltage colour Red

Complementary

Mounting mode Wall-mounted

Plug, socket, control station shape Angled

[In] rated current 16 A

Poles description 3P + E

[Ue] rated operational voltage 380...415 V

Network type AC

Network frequency 50/60 Hz

Height 128 mm

Width 90 mm

Market segment Industry

Environment

Standards IEC 60309

IP degree of protection IP44
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Product data sheet

Characteristics

HDSF5125IP67

Fixed industrial socket, HDSF, 3P + N + E, 240..415 V, 125 A, IP67

Main

Range of product HD

Device short name HDSF

Device application Power supply

Product or component type Industrial socket-outlet

Body type Fixed

Plug, socket category Low voltage

Outlet standard Industrial

Voltage colour Red

Complementary

Mounting mode Wall-mounted

Plug, socket, control station shape Angled

[In] rated current 125 A

Poles description 3P + N + E

[Ue] rated operational voltage 240...415 V

Network type AC

Network frequency 50/60 Hz

Height 320 mm

Width 140 mm

Market segment Industry

Environment

Standards IEC 60309

IP degree of protection IP67
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Product data sheet

Characteristics

HDSF463IP67

Fixed industrial socket, HDSF, 3P + E, 380..415 V, 63 A, IP67

Main

Range of product HD

Device short name HDSF

Device application Power supply

Product or component type Industrial socket-outlet

Body type Fixed

Plug, socket category Low voltage

Outlet standard Industrial

Voltage colour Red

Complementary

Mounting mode Wall-mounted

Plug, socket, control station shape Angled

[In] rated current 63 A

Poles description 3P + E

[Ue] rated operational voltage 380...415 V

Network type AC

Network frequency 50/60 Hz

Height 270 mm

Width 122 mm

Market segment Industry

Environment

Standards IEC 60309

IP degree of protection IP67
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Product data sheet

Characteristics

HDSF4125IP67

Fixed industrial socket, HDSF, 3P + E, 380..415 V, 125 A, IP67

Main

Range of product HD

Device short name HDSF

Device application Power supply

Product or component type Industrial socket-outlet

Body type Fixed

Plug, socket category Low voltage

Outlet standard Industrial

Voltage colour Red

Complementary

Mounting mode Wall-mounted

Plug, socket, control station shape Angled

[In] rated current 125 A

Poles description 3P + E

[Ue] rated operational voltage 380...415 V

Network type AC

Network frequency 50/60 Hz

Height 320 mm

Width 140 mm

Market segment Industry

Environment

Standards IEC 60309

IP degree of protection IP67
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Product data sheet

Characteristics

HDSF363IP67

Fixed industrial socket, HDSF, 2P + E, 220..250 V, 63 A, IP67

Main

Range of product HD

Device short name HDSF

Device application Power supply

Product or component type Industrial socket-outlet

Body type Fixed

Plug, socket category Low voltage

Outlet standard Industrial

Voltage colour Blue

Complementary

Mounting mode Wall-mounted

Plug, socket, control station shape Angled

[In] rated current 63 A

Poles description 2P + E

[Ue] rated operational voltage 220...250 V

Network type AC

Network frequency 50/60 Hz

Height 270 mm

Width 122 mm

Market segment Industry

Environment

Standards IEC 60309

IP degree of protection IP67
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Product data sheet

Characteristics

HDSF332IP44

Fixed industrial socket, HDSF, 2P + E, 220..250 V, 32 A, IP44

Main

Range of product HD

Device short name HDSF

Device application Power supply

Product or component type Industrial socket-outlet

Body type Fixed

Plug, socket category Low voltage

Outlet standard Industrial

Voltage colour Blue

Complementary

Mounting mode Wall-mounted

Plug, socket, control station shape Angled

[In] rated current 32 A

Poles description 2P + E

[Ue] rated operational voltage 220...250 V

Network type AC

Network frequency 50/60 Hz

Height 141 mm

Width 97 mm

Market segment Industry

Environment

Standards IEC 60309

IP degree of protection IP44

T
he

 in
fo

rm
at

io
n 

pr
ov

id
ed

 in
 th

is
 d

oc
um

en
ta

tio
n 

co
nt

ai
ns

 g
en

er
al

 d
es

cr
ip

tio
ns

 a
nd

/o
r 

te
ch

ni
ca

l c
ha

ra
ct

er
is

tic
s 

of
 th

e 
pe

rf
or

m
an

ce
 o

f 
th

e 
pr

od
uc

ts
 c

on
ta

in
ed

 h
er

ei
n.

T
hi

s 
do

cu
m

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r 
an

d 
is

 n
ot

 to
 b

e 
us

ed
 f

or
 d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 r
el

ia
bi

lit
y 

of
 th

es
e 

pr
od

uc
ts

 f
or

 s
pe

ci
fi

c 
us

er
 a

pp
lic

at
io

ns
.

It
 is

 th
e 

du
ty

 o
f 

an
y 

su
ch

 u
se

r 
or

 in
te

gr
at

or
 to

 p
er

fo
rm

 th
e 

ap
pr

op
ri

at
e 

an
d 

co
m

pl
et

e 
ri

sk
 a

na
ly

si
s,

 e
va

lu
at

io
n 

an
d 

te
st

in
g 

of
 th

e 
pr

od
uc

ts
 w

ith
 r

es
pe

ct
 to

 th
e 

re
le

va
nt

 s
pe

ci
fi

c 
ap

pl
ic

at
io

n 
or

 u
se

 th
er

eo
f.

N
ei

th
er

 H
im

el
 n

or
 a

ny
 o

f 
its

 a
ff

ili
at

es
 o

r 
su

bs
id

ia
ri

es
 s

ha
ll 

be
 r

es
po

ns
ib

le
 o

r 
lia

bl
e 

fo
r 

m
is

us
e 

of
 th

e 
in

fo
rm

at
io

n 
co

nt
ai

ne
d 

he
re

in
.



Oct 11, 2022

Product data sheet

Characteristics

HDSF332IP44

Fixed industrial socket, HDSF, 2P + E, 220..250 V, 32 A, IP44

Main

Range of product HD

Device short name HDSF

Device application Power supply

Product or component type Industrial socket-outlet

Body type Fixed

Plug, socket category Low voltage

Outlet standard Industrial

Voltage colour Blue

Complementary

Mounting mode Wall-mounted

Plug, socket, control station shape Angled

[In] rated current 32 A

Poles description 2P + E

[Ue] rated operational voltage 220...250 V

Network type AC

Network frequency 50/60 Hz

Height 141 mm

Width 97 mm

Market segment Industry

Environment

Standards IEC 60309

IP degree of protection IP44
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Characteristics

HDSF316IP44

Fixed industrial socket, HDSF, 2P + E, 220..250 V, 16 A, IP44

Main

Range of product HD

Device short name HDSF

Device application Power supply

Product or component type Industrial socket-outlet

Body type Fixed

Plug, socket category Low voltage

Outlet standard Industrial

Voltage colour Blue

Complementary

Mounting mode Wall-mounted

Plug, socket, control station shape Angled

[In] rated current 16 A

Poles description 2P + E

[Ue] rated operational voltage 220...250 V

Network type AC

Network frequency 50/60 Hz

Height 128 mm

Width 86 mm

Market segment Industry

Environment

Standards IEC 60309

IP degree of protection IP44
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Characteristics

HDSF3125IP67

Fixed industrial socket, HDSF, 2P + E, 220..250 V, 125 A, IP67

Main

Range of product HD

Device short name HDSF

Device application Power supply

Product or component type Industrial socket-outlet

Body type Fixed

Plug, socket category Low voltage

Outlet standard Industrial

Voltage colour Blue

Complementary

Mounting mode Wall-mounted

Plug, socket, control station shape Angled

[In] rated current 125 A

Poles description 2P + E

[Ue] rated operational voltage 220...250 V

Network type AC

Network frequency 50/60 Hz

Height 320 mm

Width 140 mm

Market segment Industry

Environment

Standards IEC 60309

IP degree of protection IP67
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