- ONG NHUA XOAN HDPE BA AN

UU PIEM CUA ONG NHUA XOAN
HDPE BA AN

Str dung dng nhura xoan HDPE Ba An la giai phap kinh t& Ba An HDPE Flexible Pipes offer the most economical
nhét trong lap dat cap ngam, thuén lgi cho viéc thay thé va solution for underground cable installations and best

bao dudng cap sau nay. convenience for future replacement and maintenance
works.
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Dé dang uén cong, luvon theo cac vat can Do dai lién tuc téi 1000 m, han ché mdi ndi
Freely bent to detour around obstacles Available in continuous lengths up to 1000 m, reducing joints

Tiét kiém tai nguyén, giam thiéu vat liéu ché tao nhung  Kha niing chiu &n mon va tac déng khic nghiét cia thoi tiét
van dam bao chat lwong cao Highly resistant to severe corrosion and weathering
Saving resources, minimizing material used while
ensuring high quality

Kha ning chiu hoa chat, nhiét do cao Kéo cap dé dang
Highly resistant to chemicals and high temperatures Allows easy cable pull-in



- BAAN HDPE FLEXIBLE PIPES

UNIQUE ADVANTAGES OF BA AN
HDPE FLEXIBLE PIPES

Vi nhiing vu diém sau, viéc lap dat cap dién, cap théng Installation of power cables, communication cables

tin trong éng BFP sé nang cao ning suat 1ap dt, rit ngan in BFP helps improve installation rate, reduce time of

thoi gian thi cong, giam bot cac ho kéo cap nén rat kinh té project implementation, minimize manholes needed,

0 vOi cac san pham khac. provides excellent economic performance when
compared to other pipe products.
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Pé tin cdy cao Kha nang chiu nén cao
Highly reliable High flattening strength
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Ludn cap dé dang, c6 thé bo tri hé ga cach xa nhau hon An toan khi xay ra dong dat, sut lin dat, v.v.
Allows easy cable pull in and permits longer distances Safely against earthquakes, ground subsidence, etc.
between handholes
4 I
o
Thuan loi cho viéc thay thé va bao dwéng cap sau nay Tinh kinh té cao
Best convenience for future replacement and High economic efficiency

maintenance works



- QUY GACH SAN PHAM ONG NHUA XOAN HDPE BA AN (BFP)

QUY CACH SAN PHAM SIZE AND DIMENSIONS

Ong nhua xodn HDPE Ba An dugc san xuat bing
ngyyén liéu HDPE nguyén sinh, nén bé mat san pham
nhan bong, mau sac déng nhat, khéng mui.

Ba An HDPE Flexible Pipes are made from resin HDPE
material, so they are characterized by their smooth
and shiny appearance, homogeneity in color, and
inodorousness.
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Day mdi/Pilot wire

Kiém tra do day thanh 6ng
Test wall thickness of pipe

Quy cach san pham duoc néu trong Bang 1.
Size and demensions of BFP are given in Table 1.

Bang 1/ Table 1

Stt/ Loai dng/ Puong Pudng Budrc ren/ Chiéu dai Ban kinh Puong kinh ngoai

No. Pipe size kinh kinh Pitch théng dung/ uon toi va chiéu cao cuia
ngoai/ trong/ (1) (mm) Standard thiéu/ Min. cuén ong/

Outer Inner length per bending Standard outer

diameter | diameter coil (m) radius (mm) diameter and

(D1) (mm) | (D2) (mm) height of coil (m)
1 BFP 25 32+20 2520 8+0,5 200 130 1,0x 0,50
2 BFP 30 40+20 30+2,0 10=+0,5 200 150 1,2x0,50
3 BFP 40 50+2,0 40+2,0 13+0,8 200 180 1,3x0,40
4 BFP 50 65+2,0 50+2,0 17+1,0 100 200 1,6 x 0,40
5 BFP 65 8525 65+25 21+£1,0 100 250 1,7x0,60
6 BFP 72 90 + 3,0 72+ 3,0 22+1,0 100 250 1,6 x 0,60
7 BFP 80 105+3,0 80+ 3,0 25+1,0 100 300 1,8 x0,60
8 BFP 90 110+ 3,0 90 + 3,0 25+1,0 100 350 1,9x0,75
9 BFP 90 112+ 3,0 90 + 3,0 25+1,0 100 350 1,9x0,75
10 BFP 100 130+4,0 100 +4,0 30+1,0 100 400 2,0x0,70
11 BFP 125 160 4,0 125+4,0 38+1,0 100 400 2,4x0,95
12 BFP 150 188 +5,0 150 5,0 45+15 50 500 2,5x0,75
13 BFP 150 195+5,0 150 5,0 45+15 50 550 2,5x1,20
14 BFP 160 200 + 5,0 160 = 5,0 50+1,5 50 500 2,5x1,20
15 BFP 175 230+ 5,0 175+5,0 55+1,5 50 600 2,6 x 0,85
16 BFP 200 260 + 6,0 200 + 6,0 60+1,5 50 750 2,8x0,85
17 BFP 250 320 + 6,0 250 + 6,0 70+1,5 30 870 3,2x1,00

Chon dudng kinh trong 6ng = 1,5 1an dudng kinh ngoai cua cap dién va = 2 1an

ddi voi cap thong tin.

The inner diameter of the pipe must be at least 1.5 time the outer diameter of the
power cable or 2.0 times that of the communication cable to be accommodated.

- San phdm dat dwoc cac chi sé vé dé chiu lwc ép nén theo tiéu chudn TCUN

7997-2009, KS C 8455:2005, JIS C 3653:1994.

- Products reach index of compressive strength in accordance with TCVN 7997-

2009, KS C 8455:2005, JIS C 3653:1994.




- SPECIFICATION FOR BFP (BA AN HDPE FLEXIBLE PIPES)

ONG NHUA XOAN HDPE BA
AN LA GIAI PHAP HIEU QUA
NHAT VE CHI PHI

BA AN HDPE FLEXIBLE PIPES
OFFER BEST COST-EFFECTIVE
SOLUTIONS

1. Giam thiéu chi phi trong lap dat:
- Tiét kiém thoi gian thi cong;
- Tiét kiém nhan cong;

1. Minimized costs to installation:
- Save construction time;
- Save labour expenditure;

- Tiét kiém chi phi quan 1y, van hanh.

2. Nang cap, cai tao, thay thé, sira chita cap ngam don 2

gian, chi phi thap.

3. Khong phai dao dudng, dao via hé, bé sung thém day 3.

dé dang vao dng dat san.

- Save expenditure of control and operation.

Simplicity in repair and refurbishment of

underground instalations, at reduced cost.

Gable replacement and addition of new ones can

be made pavement can be avoided.

Bang 2/ Table 2
Dién ap danh Tinh trana sau Anh huéng méi truong Kha nang thi cong Do dai i da clia
Chi tiéu thing khi bi r]ér? be co hoat tinh héa hoc | trong dia hinh phic tap ong
Items Breakdown Flat- resse'; Exposed to chemical Practicability in Maximum
voltage P active environment | unfavorable conditions | conditions length
Ong thép Dan dién Bep vinh vién Bi an mon, gi R4t kho 6m
Steel pipes Conductor Permanent flat Corrosion, rust Poor
Ong nhua thang PVC .y G, Gion, d& vé Rét kho 6—10m
Straight PVC pipes Broken Brittle, easily broken Poor
Ong nhua xoan HDPE Knhéi phuc 90% | Ban hdi, it bi anh hudng
Ba An nguyén dang ca lao héa R4t dé _
Ba An HDPE Flexible 40KV Resored to 90% of | Resilient, less affected Very good 30-500m
Pipes the original shape by ageing
DON VI TIEU CHUAN SAN STANDARD UNIT FOR
PHAM GIAO HANG DELIVERY
Bang 3/Table 3
0Ong nhura xo4n HDPE Ba An duoc dong goi theo don vi tiéu chuan dé giao hang, bao gom:
BFP are packaged in standard units for delivery, each of them includes:
Hang muc C6/Khdng S0 lvong
Index Yes/No Quantity
1. Mot cudn dng BFP lién c6 do dai tiéu chudn (trang 10) o D6 dai tiéu chudn
A BFP whole coil of standard length (page 10) Standard length
2. Cudn 6ng c6 sén day mdi bén trong, bang thép ma kém, bén ngoai boc nhua PVC & = 10% chiéu dai 6ng
A PVC-covered galvanized steel pilot wire readily provided inside the BFP coil 10% longer than BFP
3. Day budc cudn dng bang nildng & Tiéu chudn
Nylon cords binding the BFP coil Standard
4. Nap bit/ Pipe caps o 02 chiéc/pcs
5. Phu kién di kem/Auxilliary fittings
Mang song/ Joint sleeve 02 chiéc/pes
Béng cao su non/ Sealing tape (S) | 01 cudn/roll
Béng cao su luu hdéa/ Vul-co tape (V) 01 cudn/roll
Bang keo PVC chiu nudc/ PVC tape (P) 01 cudn/roll
6. Huéng dan cach ndi dng bdng ming song & o1
Instructions for Joining pipes using joint sleeves
7. Tem nhan dong gdi san phdm/ Packaging documents & 01
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