INSULATED TERMINALS (SV)

f Insulation: Viny!
§ - Plating: Tin
Material: Copper or brass
Range size (mm?): 0.5 -6

Dimension (mm)

Items (nl::::z)
d2 B L F H D
SV1.25-3 0.5-15 32 57 21.2 6.5 10.0 4.3
SV125-4 0.5-15 4.3 6.4 21.2 6.5 10.0 4.3
SV1.25-5 0.5-15 53 81 21.2 6.5 10.0 4.3
SV1.25-6 0.5-15 6.4 9.5 21.2 6.5 10.0 4.3
SV1.25-8 0.5-15 - - - - 10.0 4.3
SV1.25-10 0.5-15 = = = = 10.0 4.3
SV1.25-12 0.5-15 - - - - 10.0 4.3
SV2-3 15-25 32 5.7 212 6.5 10.0 4.9
SV2-4 15-25 4.3 6.4 212 6.5 10.0 4.9
SV2-5 1.5-2.5 53 81 21.2 6.5 10.0 4.9
SV2-6 1.5-2.5 6.4 9.5 21.2 6.5 10.0 4.9
SV2-8 1.5-2.5 = = = = 10.0 4.9
SV2-10 1.5-2.5 - - - - 10.0 4.9
SV3.5-4 2.5-4 4.3 8.0 248 7.0 13.0 6.2
SV3.5-5 25-4 53 8.0 24.8 7.0 13.0 6.2
SV3.5-6 25-4 6.4 8.0 24.8 7.0 13.0 6.2
SV5.5-5 4-6 53 9.0 252 75 13.0 6.7
SV5.5-6 4-6 6.4 9.0 252 75 13.0 6.7
SV55-8 4-6 8.4 14.0 30.0 1.5 13.0 6.7
SV5.5-10 4-6 = = = = 13.0 6.7
RV5.5-10 4-6 10.5 15.0 337 13.7 13.0 6.7
RV5.5-12 4-6 13 19.2 3811 16.0 13.0 6.7
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