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��6�Bit�input,�5�sound�tones�for�each�group
��Binary�input�30�sound�tones�output�
��SD�Card(MP3)�support

Common�Speci�cations(STNDL/�STND100/�STND125)

mD�xvxt�wvtu�V��v�u�rwrq��vq�uy�x�V�zzy��V����
prerecorded,�30�user�de�ned�sound�tones(MP3)

STND�series�is�a�combination�of�warning�
light� and� signal� horn� that� allows� sound�
tone�selection�and�volume�control� through�
a�built-in�control�panel.�In�addition,�it�
supports�MP3�through�an�SD�Card.

��6y�xG�7yxr�6rwrq�vyx���lyw�Pr�&yx��yw

You�can�select�between�pre-recorded�
sound�mode�and�SD�Card�sound�(MP3)�
mode�with�the�SOUND�selection�switch.

���rD���rV

��6y�xG�6r��z�6�v�qu

Switch�for�
Volume�Adjustment

Switch�for�Play�
Mode�Selection

SD�Card�Slot�
for�MP3�

Switch�for�
Sound�Selection

ON��(1)

OFF�(0)

� �� 4

0�w�vs�xq�vyxDw�7�zr

•�Combination�of�warning�light�and�horn�allows�transmission�of�both�visual�and�audible�
��signals�together
•�Appropriate�sound�tones�can�be�chosen�depending�on�the�various�working�environments�
��among�the�various�type�of�available�sound�tones
•�Sound�tone�selector�and�volume�controller�in�front�of�the�device�allows�convenient�use
•�SD�Card�type�allows�user�de�ned�sound�tone
•�Built-in�30�sound�tones,�support�binary�and�bit�input�modes
•�Bit�input�mode�consists�of�5�sound�types�with�6�groups.�Choose�one�of�the�groups�to�play�
��5�sounds�from�that�group.(MP3�is�separate�from�the�6�groups)
•�Materials�:�Lens-AS,�Housing-ABS,�Re�ector-Heat�resistant�ABS
•�Ambient�operating�temperature
���-20°C�to�+50°C�:�STND100LR,�STND100R,�STND125LR,�STND125R
���-30°C�to�+50°C�:�STNDL,�STND100L,�STND125L
•�Protection�rating�:�IP54

671��Vr�vrV lr�VD�vwr�6vtxDwb�mD�xvxt�/vtu�V��v�u���vw��vx�����r�

•�Built-in�sounds(5WS,�5WP,�5WM,�5WA,�
���5WO�and�5WN)
•�Support�SD�Card(MP3)
•�Binary�Input�:�30Ch
•�Bit�input�:�5Ch(6�groups)
•�Support�MP3�format�through�SD�Card
•�Detailed� instructions� for�multi-functional��
���products�are�shown�on�page�28

��y�z�&uyvqr�vx��v��,xz���0yGr

001�:�WS�(5�Warning�sounds)

010�:�WP
(5�special�warning�sounds�1VW�group)�

011�:�WM�(5�Melodies)

100�:�WA�(5�Alarms)�

101�:�WO
(5�special�warning�sounds�2���group)�

110�:�WN
(5�special�warning�sounds�3���group)

6y�xG�6rwrq�vyx
0�:�Built-in�sound
1�:�SD�Card(MP3)

Customer�can�create�a�playlist�and�grouping�conveniently�through�PC.
Product�supports�up�to�32Gbyte.�SD�Card�is�an�optional�item.

*SD�Card�needs�to�be�purchased.

�User-de�ned�sound�(MP3)

MP3��le�naming

User-de�ned�sound(MP3)�type

.mp3�� � For�Elise

40�Alphabet�characters�
Indicator�between��le�number�and�name�
File�number�01-30

Multi-functional�product�has�30�built-in�sound�tones

��vw��vx�Vy�xGV���

6RX�� Category Ch 6RX���7R�� 6RX�� Category Ch 6RX���7R��

�6
5�Warning�
VRX��V

Ch1 Fire.A-ANG

�� 5�Alarms

Ch1 Beep�Intermittent

Ch2 Emergency�WA-U(Yelp) Ch2 Door�Chime

Ch3 Ambulance�PI-PO(Hi-�low) Ch3 Phone�Ring

Ch4 Machinery�Fault Ch4 PI.PI.PI�Short

Ch5 Form�Alarm Ch5 Tripping�Beat

�3

5�special�
warning�
VRX��V
•�VW�group)

Ch1 Fire.A-ANG

�2

5�special�
warning�
VRX��V
•����group)

Ch1 Phone�Ring

Ch2 Abandon�Alarm Ch2 Police

Ch3 Machinery�Fault Ch3 Emergency

Ch4 High�Expansion Ch4 Phone�Ring�2

Ch5 7�Short�PI.�/�1�Long Ch5 ����V����

�� 5�Melodies

Ch1 Sweet�Home

��

5�special�
warning�
VRX��V
•����group)

Ch1 Do-ong�Do-ong

Ch2 For�Elise Ch2 Di-�Di-

Ch3 Cuckoo’s�Waltz Ch3 PI.PI.PI�long

Ch4 Piano�Sonata Ch4 Li�long�Li�long

Ch5 Turkish�March Ch5 6����
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STND125LR/ STND125L/ STND125R

360˚/3-
M5 BOLT

PCD 70

Ø10 
CABLE ENTRY
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��SD�Card(MP3)�support

•�Excellent�omni-directional�visibility�with�LED�light�collecting�system�and�special�
��multifaceted�re�ector
•�Revolving�speed�:�120-140RPM
•�Compliant�with�RoHS�directive

•�Excellent�visibility�that�employs�a�special�scattering�lens
•�Flashing� rate� :�60-80��ashes/min(Built-in� switch� for�selection�between�steady�
��and��ashing�mode)
•�Certi�cates�:�CE�Compliant
•�Compliant�with�RoHS�directive

•�Revolving�speed�:�120-140RPM

671�����5�/�i�5r�yw�vxt�6vtxDw�/vtu�����wrq��vq�jy�x�&yPpvxD�vyx

671������/�i�6�rDG�b�wDVuvxt�6vtxDw�/vtu�����wrq��vq�jy�x�&yPpvxD�vyx

671����5���wp�5r�yw�vxt�6vtxDw�/vtu�����wrq��vq�jy�x�&yPpvxD�vyx

Ordering�Speci�cation

7rquxvqDw�ivDt�DP

671i���/

671i���5

671i���/5

•Units�:�mm)

��

���� ���� ���
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Model�number Voltage Current Sound�Pattern�and�Volume Certi�cates Weight Color

STND125LR

DC12V ������
��Bit�input�:�5Ch
��Binary�Input�:�30Ch
��Warning�sound�:�105dB
��MP3�:�98dB

DC24V
only

����NJ
●�R-Red
●�A-Amber
●�G-Green
●�B-Blue

DC24V 0.540A ����NJ

AC110V
-220V

Max.�
������

����NJ

Model�number Voltage Current Sound�Pattern�and�Volume Certi�cates Weight Color

STND125L

DC12V
-24V

Max.���
������

��Bit�input�:�5Ch
��Binary�Input�:�30Ch
��Warning�sound�:�105dB
��MP3�:�98dB

DC24V�only

DC24V�only

����NJ ●�R-Red
●�A-Amber
●�G-Green
●�B-Blue

AC110V
-220V

Max.���
������

����NJ

671i���/5 - �� - 5

[Model�number] [Voltage] [Color]
� � �

��STND125LR
��STND125L
��671����5

��12-DC12V
��24-DC24V
��12/24-DC12V-24V�
���(STND125L�only)
��110/220-AC110V-220V

●�R-Red
●�A-Amber
●�G-Green
●�B-Blue

671��Vr�vrV 0�w�vs�xq�vyxDw�6vtxDwb�mD�xvxt�/vtu�V��v�u���vw��vx�����r�

Model
number

Voltage Current
Bulb Sound�Pattern�and�

Volume
Certi�cates Weight Color

6S�� Standard Parts�no

671����5

DC12V ������ ��9���
7��[���
��6

� ��Bit�Input�:�5Ch
��Binary�Input�:�30Ch�
��Warning�sound
��:105dB
��MP3:98dB

DC24V
only

����NJ
●�R-Red
●�A-Amber
●�G-Green
●�B-Blue

DC24V ������ 24V10W
7��[���
��6

�� ����NJ

AC110V
-220V

Max.���
������

24V10W
7��[���
��6

�� ����NJ
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•�NPN�transistor(non-external�contact�control)�can�be�enabled�by�using�the��ashing�common�line�for�the�light�source.

��Each�unit’s�light�source�and�signal�sound�do�not�operate�identically�even�though�multiple�units�are�working�at�the�same�time.

��Do�not�short-circuit�between�steady�common�and��ash�common.�Signal�light�won’t�work�properly.

iy�xy��Dzzw��zy�r��vx�y�rDqu�VvtxDw�wvxr��3�yG�q��PD��pr�GDPDtrG

STND100R/STND100L/STND100LR/-DC/AC

Fuse

EXTERNAL CONTACT

Red(R)
Amber(A)
Green(G)

Blue(B)
White(W)

Black(BK)

Black(BK)
White(W)

Ch 1
Ch 2 
Ch 3
Ch 4
Ch 5

Common

Power

STND100DL-DC/AC

Red(R)
Amber(A)
Green(G)

Blue(B)
White(W)

Black(BK)

Black(BK)
White(W)

Ch 1
Ch 2
Ch 3 
Ch 4
Ch 5

Power

Common

Fuse

EXTERNAL TRANSISTOR-NPNNPN-Transistor

STND125R/STND125L/STND125LR/-DC/AC

Fuse

EXTERNAL CONTACT

Red(R)
Amber(A)
Green(G)

Blue(B)
White(W)

Black(BK)

Black(BK)
White(W)

Ch 1
Ch 2 
Ch 3
Ch 4
Ch 5

Common

Power

STND125DL-DC/AC

Red(R)
Amber(A)
Green(G)

Blue(B)
White(W)

Black(BK)

Black(BK)
White(W)

Ch 1
Ch 2
Ch 3 
Ch 4
Ch 5

Power

Common

Fuse

EXTERNAL TRANSISTOR-NPNNPN-Transistor

��In�case�of�6�Bits�input,�5�sound�tones�can�be�played.�For�Binary�input,�30�sound�tones�can�be�played.

Detailed�instructions�for�multi-functional�products�are�shown�on�page�28.�(Wiring�Instructions�substitutes�for�channel�selection�switch)

mv�vxt�,xV���q�vyxV
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