
Panel mounted receptacle - Part no. 1462
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 3 p
Voltage 110 V
Earth position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1463
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 3 p
Voltage 230 V
Earth position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1464
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 3 p
Voltage 400 V
Earth position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1465
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 4 p
Voltage 110 V
Earth position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1466
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 4 p
Voltage 230 V
Earth position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1467
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 4 p
Voltage 400 V
Earth position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1468
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 4 p
Voltage 500 V
Earth position 7 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1469
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 4 p
Voltage >50-500 V
Earth position 10 h
Hertz 100-300 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1470
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 4 p
Voltage >50-500 V
Earth position 2 h
Hertz >300-500 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1471
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 5 p
Voltage 110 V
Earth position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1472
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 5 p
Voltage 230 V
Earth position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1473
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 5 p
Voltage 400 V
Earth position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1486
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 4 p
Voltage >50-500 V
Earth position 10 h
Hertz 100-300 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1487
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 4 p
Voltage >50-500 V
Earth position 2 h
Hertz >300-500 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1491
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 3 p
Voltage 110 V
Earth position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1492
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 3 p
Voltage 230 V
Earth position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1493
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 3 p
Voltage 400 V
Earth position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1494
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 4 p
Voltage 110 V
Earth position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1495
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 4 p
Voltage 230 V
Earth position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1496
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 4 p
Voltage 400 V
Earth position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1497
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 4 p
Voltage 500 V
Earth position 7 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1498
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 5 p
Voltage 110 V
Earth position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1499
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 5 p
Voltage 230 V
Earth position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 1500
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 5 p
Voltage 400 V
Earth position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 3186
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 3 p
Voltage >50-500 V
Earth position 10 h
Hertz 100-300 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 3187
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 3 p
Voltage >50-500 V
Earth position 2 h
Hertz >300-500 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 3188
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 5 p
Voltage 500 V
Earth position 7 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 3189
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 5 p
Voltage >50-500 V
Earth position 10 h
Hertz 100-300 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 3190
screw terminals
suitable for through wiring
20° inclination

  Technical information
Ampere 16 A
Poles 5 p
Voltage >50-500 V
Earth position 2 h
Hertz >300-500 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 3191
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 5 p
Voltage 500 V
Earth position 7 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 3192
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 5 p
Voltage >50-500 V
Earth position 10 h
Hertz 100-300 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 3193
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 5 p
Voltage >50-500 V
Earth position 2 h
Hertz >300-500 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 3201
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 3 p
Voltage >50-500 V
Earth position 10 h
Hertz 100-300 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44



Panel mounted receptacle - Part no. 3202
screw terminals
suitable for through wiring
20° inclination
receptacles optional fitted with auxiliary contact

  Technical information
Ampere 32 A
Poles 3 p
Voltage >50-500 V
Earth position 2 h
Hertz >300-500 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44


