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Safety relays

AWAX28XL

e Reaches the highest safety level: PLe Cat.4

NORMS AND STANDARDS

e Control of switches with Acotom process

e Control of mechanical safety switches

DLC electrical protection system

-

45 mm housing

e Monitors the safety of up to 30 switches connected in serie

STAND ALONE
SAFETY SWITCHES
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25 Technical datas Wiring diagram
|_
ol
<Z( g SWITCHES INPUTS SAFETY
i | Power supply: 24V DC; -15% / +15% oAl OUTPUTS
5 % r 17 1
z Current consumption: Inrush< 300 mA / stand-by < 160 mA I I | I l I l
N1 | N2 o1 |83] 73] 63 ] 53
U Safety outputs: 8xNO 8A/250VAC-50VDC / AT T1ifT21) C [ 13] 23] 33 | 43
Aucxiliary output: 1INF 8A/250VAC-50vDC O ON
POWER SUPPLY ov
L 24\DC V2
2 Switching power > 50 mW \ -
%o A2 |T12|122) v | 14] 24| 34 | 44
2= |Electrical protection DLC=350mA / VA1/A2 max=40 V
>x
g § Temperature operation: -20°C to +60°C NO lines configuration NF line configuration
(H) ZONE 1 ZONE 2 AWAX28XXL | AWAX28XXLP
w Protection class: IP20 1432333 43"T 6373 83 a1 a1
U Resistance to vibration: <20 ms Ly \_\_\__\fD_P 7
MTTFd/DC years /| % I !
- 7
o Housing: Polycarbonate, yellow / _{
<
— H . i .
o Connection: Plug-in terminals 142434 44, 54 64 7484, o> o
> . .
E Dimensions (W x H x D) 45x 100 x 111 mm Reset mode configuration
<
n Weight 3369
N1 SR1 M1 M MOUUE
Standards: ISO 13849-1 I 0 0 SAFE
1 0 MANU
M1\ \ - 1 1 AUTO
P
e
= ape .
2 Safety classification Connection C.V
3 Manual Mode Auto Mode
X Acc. to EN ISO 13849-1 PLe Cat. 4 N2 SR2 c c
Certification: CE |
START
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Test loop for external
devices monitored
l by the AWAX28XXL
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Ordering-Nr. AWAX28XL

CODED AND NON-CONTACT
SOLENOID INTERLOCKING
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