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DC type model has a free-voltage range of 10V-30V.
AC type model has a free-voltage range of 100V-240V.
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AC type model has a free-voltage range of 100V-240V.

Built-in strong buzzer

Built-in sound/MP3
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• External power line standard, UL1015 AWG18(0.75sq)×2C 400mm
• Signal line standard, UL1007 AWG22(0.3sq) 400mm
• Product can be wired regardless of polarity
In case of 6 Bits input, 5 sound tones can be played. For Binary input, 30 sound
tones can be played
Detailed instructions for multi-functional products are shown on page 28.
(Wiring Instructions substitutes for channel selection switch)

QAD series buzzer and electric sound
is rich and clear because the RESON-
ANCE CHAMBER amplies the sound.
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- Once powering on, signal light will work.
However, the speaker will require addi-
tional wiring.
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[Model number] [Voltage] [Color]

QAD100BZ
QAD125BZ

12-DC12V
24-DC24V
110/220-AC110V-220V

● R-Red
●A-Amber
●G-Green
● B-Blue

Model number Voltage Current Sound Pattern and Volume Certicates Weight Color

QAD125H
DC12V-24V Max. 2.150A Bit Input : 5Ch

Binary Input : 30Ch
Warning : Max 115dB
MP3 : Max 100dB

NJ ● R-Red
● A-Amber
●G-Green
● B-BlueAC110V-220V Max 0.320A 1.14kg

Model number Voltage Current Sound Pattern and Volume Certicates Weight Color

QAD125BZ

DC12V 0.460A

Buzzer Volume
: Max 105dB

DC24V only

NJ ● R-Red
●A-Amber
●G-Green
● B-Blue

DC24V

AC110V-220V Max 0.145A NJ


