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Long den vénh
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- Long den vénh seri SW dugc ché tao tir rit nhidu logi chit ligu khde nhau nhu: inox 201, inox 304, inox 316, hay thép hep kim CT3, 55400, C35...dugc ma dién
phiin, ma kém nhung ndng ho@c nhuém den...Tuy vdo méi truding lam viéc hay yéu cdu ma ngudi ta lea chon logi phi hop.
- Cdu tgo cta fong den rdt don gidn nhung cing dugc sdn xudt theo tiéu chudn DIN 1278 ciia Birc. NG cd nhidu kich thude khéc nhau v dic biét la veng dém duoc
cat dirt tao dg Iéch cua vong dém giup cho sdn phdm dai 6c va thiét bj ghép néi trong méi ghép bang bu Iéng hogc méi ghép khde dugc chit hon.
- Déi vai nhitng két cdu ctin lién két co kich thudc lén thi cd thé st dung long den vénh & ca mdt duéi va mét trén cia két ciu,
- B6i véi nhitng lién két co xu hudng bj I8ng theo théi gian thi ngudi ta si dung long den vénh kém theo long den phang nham tranh hién tuong t théo ctia méi

ghép.

S

Vi dy ma : SW-304-M1.4 Bon vi tinh : mm Vi dy ma : SW-201-m3 Bon vj tinh : mm Vi dy ma : SW-BO-M3/SW-W2Z-M3 Bon vi tinh : mm
e | wongkinhuong | oumg kinhngoai | oo day e | evens o ons [ ovengiionngon | ooy | [PORET [ ouenguanwons [ovengunnvgon [ ooay |
) (a1} () %) i (1) @ | s " 1) 2) %)
M1.4 15 = = M3 3.1 6.2 0.8 M3 3.1 6.2 08
M1.6 1.7 - - M4 4.1 76 0.9 M4 4.1 7.6 09
M2 21 4.4 05 M5 51 9.2 1.2 M5 51 9.2 1:2
M2.5 26 51 06 Mé 6.1 118 16 MéE 6.1 118 16
M3 3.1 6.2 08 M8 81 148 2 Ms 81 148 2
M4 4.1 7.6 09 M10 10.2 181 23 M10 10,2 18.1 22
M5 51 e 12 M12 12.2 211 25 M12 122 211 25
M6 6.1 118 16 M14 14.2 241 3 M14 14.2 24.1 3
M8 21 14.8 2 Mils 16.2 27.4 3.5 Mle 16.2 274 35
M10 10.2 18.1 22 M18 18.2 29.4 3.5 M8 18.2 29.4 35
Mi12 122 211 25 M20 202 33.6 4 M20 20.2 336 4
M14 14.2 241 3 M22 225 35.9 4 m22 225 35.9 4
Mi16 16.2 27.4 35 M24 24.5 40 5 m24 24.5 40 5
Mi18 18.2 29.4 35 M27 27.5 43 5 M27 275 43 5
M20 20.2 33.6 4 M30 30.5 48.2 6 M30 305 48.2 6
M22 225 35.9 4 M36 36.5 582 6 M36 36.5 58.2 6
m24 245 40 5 M39 395 61.2 6 M39 39.5 61.2 6
M27 27.5 43 5 M42 425 68.2 7 Ma2 42.5 68.2 7
M0 305 48.2 6 M45 45.5 71.2 7 M45 45.5 71.2 7
M36 36.5 58.2 6 M48 49 75 7 mMag 49 75 7
M39 39.5 61.2 6 M52 53 83 8 M52 53 83 8
M4a2 425 68.2 *:
M45 455 71.2 7
Mag 49 75 ¥
M52 53 83 8

Chi y : Nhifng yéu cliu khdng theo tiéu chudn vé dudng kinh ngodi, dwéng kink trong, 46 diiy nhur bdng trén, €6 thé dit hing theo yéu cu. Vui long lién hé nhén vién kinh doeanh.
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Spring washers

- Spring washers SW series are made from many different materials such as: 201 stainless steel, 304 stainless steel, 316 less steel, or alloy steel CT3, 55400, C35
... electroplated, hot dipped galvanized or dyed black... Depending on the working environment or requirements, people choose the appropriate type.

- The structure of spring washers are very simple but also manufactured according to the German DIN 1278 stondard. It comes in a variety of sizes and especially the
Sw_ M ate ri a I _M washers are cut off to create a deflection of the washers which makes the product nut and coupling device in a bolted or other joint tighter.

- For structures that need to be linked with large sizes, it is possible to use spring washer bolts on both the lower and upper faces of the structure.

- For the links that tend to loosen over time, people use warped spring washer with flat washer to avoid the phenomenon of self-disassembly of the joint.
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Spring washer

A 4

304/201 Stainless steel
Carbon steel L / ¥
A

Body diameter of
bolts .

Material: 304 stainless steel Dial;n:;e_;;:;ge Material: 201 stainless steel Diar';e:j;;:nge Materiahcs:::;:a:;:r: :‘::::!:‘:ii:,g Diar:;t:;;nge

Ex r_nudzl : SW-304-M1.4 Unit : mm Ex model : SW-201-M3 Unit : mm Ex mufiel : SW-BO-M3/SW-WZ-M3 Unit : mm
) (@t min) (62 max) ) " wimn | @z men) o - 1 min) (62 me) “
M14 1.5 = = M3 31 6.2 0.8 M3 31 6.2 08
M1.6 1.7 - - M4 4.1 7.6 0.9 Ma 41 7.6 0.9
M2 2.1 4.4 0.5 M5 el 9.2 1.2 M5 5.1 9.2 1.2
M2.5 2.6 5.1 0.6 M6 6.1 118 16 Me 6.1 118 16
M3 31 6.2 0.8 M8 8.1 14.8 2 M8 8.1 14.8 2
M4 4.1 7.6 0.9 M10 10.2 18.1 2.2 M10 10.2 18.1 2.2
M5 5.1 9.2 12 Mi12 12.2 211 2.5 M12 12.2 21.1 25
M6 6.1 11.8 16 M14 14.2 241 3 M14 14.2 24.1 =
M 8.1 14.8 2 Mi16 16.2 27.4 3.5 M16 1e6.2 27.4 3.5
Mi0 10.2 18.1 22 Mi1g8 18.2 29.4 3.5 Mi8 18.2 29.4 35
M12 122 211 25 M20 20.2 336 4 M20 20.2 336 4
M14 14.2 241 3 M22 225 359 4 m22 225 359 4
M16 16.2 274 35 M24 245 40 5 m24 24.5 40 5
Mig 18.2 294 35 M27 275 43 5 M27 275 43 5
M20 202 336 4 M30 305 482 6 M30 305 48.2 6
m22 225 35.9 4 M36 36.5 58.2 6 M36 36.5 58.2 6
M24 24.5 40 5 M39 39.5 61.2 6 M39 395 61.2 6
M27 275 43 = M42 425 68.2 7 M4z 425 68.2 7
M30 30.5 482 6 M45 455 71.2 7 Mas 45.5 71.2 7
M36 36.5 58.2 6 M43 49 75 5/ m4as 49 75 7
M3s 39.5 612 6 M52 53 83 8 M52 53 a3 8
M4z 42.5 68.2 7
M45 45.5 71.2 7
M4g 49 75 7
M52 54 83 8

Note: The are not standard for outside di inside di and thi as shown in the above table, you can order on request. Please contact sales staf.
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