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ÖËng theáp luöìn dêy àiïån loaåi trún JIS C 8305  - VIETNAM  
(  Steel Conduit JIS C 8305 : 1999 Type E)
Tiïu chuêín (Standard): JIS C 8305 : 1999
Maâu öëng (Color): Trùæng (White) 
Vêåt liïåu (Material): Theáp maå keäm - Class 3 (Pre - galvanized steel - Class 3),
                     Theáp maå keäm nhuáng noáng - Class 4 (Hot - dip galvanized steel - Class 4) 

 
Maä saãn phêím
Product Code Kñch thûúác

Size
(mm)

Àûúâng 
kñnh ngoaâi 

OD
(mm)

Àöå daây
Thickness 

(mm)

Chiïìu daâi 
öëng

Length
(mm)

ÖËng theáp maå keäm
Class 3 (*)

ÖËng theáp maå keäm 
nhuáng noáng
Class 4 (**)

E19 E19NN 19    19.1 1.2 3660
E25 E25NN 25    25.4 1.2 3660
E31 E31NN 31    31.8 1.4 3660
E39 E39NN 39    38.1 1.4 3660
E51 E51NN 51    50.8 1.4 3660

ÖËng theáp luöìn dêy àiïån loaåi ren IEC 61386  - VIETNAM 
(  Steel Conduit IEC 61386)
Tiïu chuêín (Standard): IEC 61386 - 21 (International Electrotechnical Commission - IEC)
Maâu öëng (Color): Trùæng (White) 
Vêåt liïåu (Material): Theáp maå keäm nhuáng noáng - Class 4 (Hot - dip galvanized steel - Class 4) 

 

Maä saãn phêím
Product Code

Kñch thûúác
Size

(mm)

Àûúâng kñnh ngoaâi 
OD (mm)

Àöå daây
Thickness 

(mm)

Chiïìu daâi öëng
Length 
(mm)Min Max

IEC6138620 20 19.7 20.0 1.6 3750
IEC6138625 25 24.6 25.0 1.6 3750
IEC6138632 32 31.6 32.0 1.6 3750

 giaãi phaáp troån goái vêåt tû cú àiïån (M&E) cho moåi cöng trònh
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STEEL CONDUIT  

IEC 61386 - VIETNAM
20MMx 3.75 M

&9/

TCVN 9385
IEC 62561

BSEN 755-5

ISO 9001: 2015
Cert No.TUV100 122231

Quality Management System

CAT VAN LOI Co., Ltd

ISO 9001: 2015
Cert No.TUV100 122231

Quality Management System

CAT VAN LOI Co., Ltd
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Dung sai Àûúâng kñnh ngoaâi (Tolerance For Outside Diameter): ± 0.15 mm.
Dung sai Chiïìu daâi öëng (Tolerance For Length): ± 6.4 mm.
Dung sai Àöå daây öëng (Tolerance For Thickness): ± 0.15 mm.
(*) Àöå daây lúáp maå keäm cho öëng luöìn dêy àiïån maå keäm Class 3 (Pre - galvanized steel - Class 3) trung bònh ≤  20 micron.
(**) Àöå daây lúáp maå keäm cho öëng luöìn dêy àiïån maå keäm nhuáng noáng Class 4 (Hot - dip galvanized steel - Class 4) ≥ 40 micron. 

STEEL CONDUIT  

JISC 8305 - VIETNAM
E31 x 3.66 M

&9/

STEEL CONDUIT  

JISC 8305 - VIETNAM
E25 x 3.66 M

&9/


