
PRODUCT INFO

Wall mounted receptacle
Part no. 5099A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 16 A
Poles 4 p
Voltage 230 V
Clock position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1000 g
Declaration of Conformity EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5100A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 16 A
Poles 4 p
Voltage 400 V
Clock position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1000 g
Declaration of Conformity VDE, EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5101A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 16 A
Poles 4 p
Voltage 500 V
Clock position 7 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1000 g
Declaration of Conformity VDE, EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5102A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 16 A
Poles 5 p
Voltage 230 V
Clock position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1026 g
Declaration of Conformity EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5103A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 16 A
Poles 5 p
Voltage 400 V
Clock position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1016 g
Declaration of Conformity VDE, EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5104A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 32 A
Poles 4 p
Voltage 230 V
Clock position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1146 g
Declaration of Conformity VDE, EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5105A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 32 A
Poles 4 p
Voltage 400 V
Clock position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1146 g
Declaration of Conformity VDE, EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5106A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 32 A
Poles 4 p
Voltage 500 V
Clock position 7 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1142 g
Declaration of Conformity VDE, EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5107A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 32 A
Poles 5 p
Voltage 230 V
Clock position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1178 g
Declaration of Conformity EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5108A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 32 A
Poles 5 p
Voltage 400 V
Clock position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1192 g
Declaration of Conformity VDE, EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5457A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 16 A
Poles 4 p
Voltage 110 V
Clock position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1000 g

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5459A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 16 A
Poles 5 p
Voltage 110 V
Clock position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1020 g

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5460A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 32 A
Poles 4 p
Voltage 110 V
Clock position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1144 g

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5696A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 32 A
Poles 3 p
Voltage 230 V
Clock position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1134 g
Declaration of Conformity VDE, EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 5743A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 32 A
Poles 3 p
Voltage 110 V
Clock position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1134 g
Declaration of Conformity EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 7002A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 16 A
Poles 3 p
Voltage 230 V
Clock position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 974 g
Declaration of Conformity VDE, EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



PRODUCT INFO

Wall mounted receptacle
Part no. 7010A

• screw terminals
• switched
• mechanical DUO-interlock
• receptacles can be padlocked

Technical specifications

Ampere 16 A
Poles 3 p
Voltage 110 V
Clock position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type IP 44
Enclosure material Plastic
Weight 1050 g
Declaration of Conformity EAC, CQC

Drawing

www.mennekes.in
Subject to modificat. No liability for misprints.



Wall mounted receptacle - Part no. 5462A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 32 A
Poles 5 p
Voltage 110 V
Earth position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 44


