
Wall mounted receptacle - Part no. 7011A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 16 A
Poles 3 p
Voltage 110 V
Earth position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67



Wall mounted receptacle - Part no. 7012A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 16 A
Poles 3 p
Voltage 230 V
Earth position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67



Wall mounted receptacle - Part no. 5599A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 16 A
Poles 4 p
Voltage 230 V
Earth position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67



Wall mounted receptacle - Part no. 5602A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 16 A
Poles 5 p
Voltage 230 V
Earth position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67



Wall mounted receptacle - Part no. 5793A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 32 A
Poles 3 p
Voltage 230 V
Earth position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67



Wall mounted receptacle - Part no. 5604A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 32 A
Poles 4 p
Voltage 230 V
Earth position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67



Wall mounted receptacle - Part no. 5607A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 32 A
Poles 5 p
Voltage 230 V
Earth position 9 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67



Wall mounted receptacle - Part no. 5600A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 16 A
Poles 4 p
Voltage 400 V
Earth position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67



Wall mounted receptacle - Part no. 5603A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 16 A
Poles 5 p
Voltage 400 V
Earth position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67



Wall mounted receptacle - Part no. 5605A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 32 A
Poles 4 p
Voltage 400 V
Earth position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67



Wall mounted receptacle - Part no. 5608A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 32 A
Poles 5 p
Voltage 400 V
Earth position 6 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67



Wall mounted receptacle - Part no. 5601A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 16 A
Poles 4 p
Voltage 500 V
Earth position 7 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67



Wall mounted receptacle - Part no. 5606A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 32 A
Poles 4 p
Voltage 500 V
Earth position 7 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67



Wall mounted receptacle - Part no. 5924A
screw terminals
switched
mechanical DUO-interlock
receptacles can be padlocked

  Technical information
Ampere 32 A
Poles 3 p
Voltage 110 V
Earth position 4 h
Hertz 50-60 Hz
Connection technology Screw terminals
Contact standard
Protection type  IP 67


