
BH-10

BH-15

BH-05B

Models Head
Dimensions (mm) Qty./

Carton Weight
(g)

A D L (Generally) (Store Center)

BH-05 0.5 Pound   82 23 290 6 6 420
BH-10 1.0 Pound 104 30 325 6 6 740
BH-15 1.5 Pound 118 35 375 6 6 1,050
BH-20 2.0 Pound 130 38 375 6 — 1,210
BH-05B 0.5 Pound 103 22 300 6 — 340

BHC-10

BHC-15

BHC-10H

Models Head
Dimensions (mm) Qty./

Carton Weight
(g)

A D L (Generally) (Store Center)

BHC-05 0.5 Pound   72 26 290 6 — 325
BHC-10 1.0 Pound   87 32 300 6 6 535
BHC-15 1.5 Pound 100 38 330 6 — 855

Models Descriptions

BHC-05H Exchange head (urethane)
BHC-10H Exchange head (urethane)
BHC-15H Exchange head (urethane)

Models Head
Dimensions (mm) Qty./

Carton
(Generally)

Weight
(g)

A D L

UH-10 1.0 Pound 100 49 330 6 770

UH-10

A tool for pin installation, attachment/detachment, or even 
R-shaped bending.
It can also be used in other various ways, such as rivet tip 
caulking.
High strength and lightweight with fiberglass shaft.

※ BH-05B is nail hammer. It can be used for a nail strike and a pincers.

High-strength hammer with steel and urethane mallet.
The urethane head is exchangeable.

■ Service parts

High durability with specially molded Urethane head.
With recoilless structure, making it easy to use.

WARNING
● Work in the center of impacting face.
● Use goggles and protecting devices.

BALL PEEN HAMMER / NAIL HAMMER

COMBINATION HAMMER

URETHANE SHOCKLESS HAMMER
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