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Built-in buzzer output
holes formed on the
housing of the product.
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Model number Layers Voltage &XUUHQW Certi�cates Weight Color

67& /
67& /
STC45LF
STC45LF-BZ

& & 9 0.111A

& 9
only

0.33kg ● 5 5HG
● UHHQ& & 9 0.100A 0.33kg

& 9 0.028A 0.47kg ● 5 5HG
● A-Amber
● UHHQ& 9 0.014A 0.47kg

• External power line : UL1015 AWG18(0.75sq)×2C 400mm
• External signal line : UL1007 AWG22(0.3sq) 400mm
※ Please refer to page 36 for detailed wiring instructions.
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6 rDG
LED Steady/Flashing

vw vx rU i
Steady/Flashing

67 Ø45mmPole Mount, Multiple Color LED Steady/Flashing

2 buzzer sound types : Both prolonged (beep, beep) and staccato (beep, beep, beep)
buzzer output available

• Customized pole length available

yPv D vyx

Ordering Speci�cation

67 rUvr

(Units : mm)

STC45L : DC
STC45LF : DC

STC45L : AC
STC45LF : AC
STC45L-BZ : DC
STC45LF-BZ : DC

STC45L-BZ : AC
STC45LF-BZ : AC
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[Model number] [Layers] [Voltage] [Color] [Mounting bracket]

67& /
67& /
STC45LF
STC45LF-BZ

2-2 Colors
3-3 Colors

& 9
& 9
& 9
& 9

● 5 5HG
● A-Amber
● UHHQ

1RQH
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Bracket
/
/
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4/

Ø45mmMultiple Color LED Steady/Flashing Tower Lights67

※ Please refer to page 34-39 for detailed dimensions.
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